
KEY FEATURES

SPECIFICATION

KOSHIN Stainless Steel Semi Auto
Manual Type Sprayer SS-9DX

COUNTRY OF ORIGIN   Japan

TANK CAPACITY    9 liters

NOZZLE TYPE    3 steps 1 head

NOZZLE LENGTH    44-111cm

HOSE LENGTH    1m

PRESSURIZATION METHOD  Piston type

MAXIMUM PRESSURE   0.7 MPa

SPRAY AMOUNT    

SPRAY PRESSURE (REGULAR USE)  0.4MPa (4kgf/ cm2 )

SPRAY STANDARD   

BODY WEIGHT    1.9kg

STANDARD ACCESSORIES   a. Grip (with hose):

     b. 1 Free spout: 1

     c. Ball cock : 1
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Tank capacity: 9 liters

Nozzle type: 3 steps 1 head

Nozzle length: 44-111cm

Hose length: 1m

Pressurization method: piston type

Maximum pressure: 0.7 MPa

1-year warranty (Parts & Services)

KOSHIN SS Series Stainless Steel Semi Auto 
Manual Type Sprayer Machine SS-9DX 

(S-Nozzle Type) With Ball Cock 9L forGarde
ning, Agriculture, and Fields. Made in Japan. 
Tank Capacity: 9Ltrs, Nozzle length: 44-111cm, 

Nozzle type: 3 steps 1 head and Maximum 
pressure: 0.7 MPa. Can spray any liquid to

the plants or crops field.
d. 3-stage extendable
nozzle pipe (111 to 44 cm): 1

Direct: 0.7 liters/min,
Fog: 0.4 liters/min

Fog-about 1m,
Direct *1-about 3m


